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ENCLOSED RELAY MODULE

LD41047

CVR11A-HF

Enclosed 20A Relay Module
24 Vac/Vdc / 300V Coill

CYRTIAHF

ISOLATED FROM OUTPUT
INDUSTRIAL

CONTROL
c US EqQuIPMENT
USTED 6020 LISTED
INPUT
24-30 Vdc, 40mA Max
24-30 Vac 60Hz, B0mA Max.
120Vac 60Hz, S0mA Max.

120 Vac (Gray)

Fralay Actrvated
when LED &
sumnued

Expected Relay Life
{(Mechanical)
Operating Temperature
Humidity

Status Indication

Override controls
Dry Circuit Operation

[Conol T Conacs | ~, 24V AC/DC (Brown) Auto
Cemmon=WhiRed Oulput Auto W 1 N
|24V =Whiio 2. White/Blue OFF -
120V = Wht/Gray | ON w, | )
For supply connections use  Manual Control Switch Off ¢
#1280G wares o.lsarger —_— Y ’
raled for al least 75C 0“
P S R m— (. Common (Violet)
Each device is individually packaged and shipped with 2 COIL CURRENT
mounting screws, 1/2” conduit nut, and 1/2”* conduit plug
SPECIFICATIONS
# Relays & Contact Style One (1) SPST - Normally Open
COIL VOLTAGE INPUT

10 Million Operations Minimum

-40 to 150° F
95% (MNon-Condensing)
LED = Activated

Dimensions 4-318" x 25/16" x 2-1/4" CONTACT RATING
Mounting Style 1/2-14 NPT Nipple Integral, 1/2° NPT

threaded hole for use where hi-low ;g: g;g ::z
isolation is desired 8A 28 Vdec
Lead Wire Length 24" Nominal 14A 14 Vde
Approvals UL 508, C-UL Canada Industrial 1hp 120 Vac
Control Device, UL2043 Fire Test 1hp 240 Vac

Housing  Cycoloy C2950 UL94-5V, Plenum, A300 pilot duty

NEM A1
3 Pos switch - OnfOfffAutomatic
Optional

C

LISTED

24-28 Vac / 120 Vac 5060 Hz
DROP QUT = 6.5 Vac I 7.5 Vdc [ 35 Vac
PULL IN = 18 VYac / 19.5 Vdc /102 Vac

Us

File #E202892
Industrial Control Device UL508
Fire Tested for Heat & Visible Smoke Release
In Air Handling Spaces UL2043
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